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Heavy Duty Roller Top
Paso 2” 

SF-225CN

Reemplazo Directo Para: 
Intralox 800 Serie
Roller Top

*Pernos con Cabeza

Accumulation load is 5% to 10% of product weight.

Durable stainless steel axles and Acetal rollers.

Roller spacing 2” (50.8mm), Standard indent .6“ (15mm).

Roller diameter .7” (17.8mm), Roller length .825” (20.9mm).

Belt widths available in 4”, 6” 10” and up in 2” increments.

 # de Diámetro Medida
 Dientes de Paso   del Barreno
 6 3.8” 1”R, 1.5“S

 8 5.1” 1”R, 1.5“S

 10 6.5” 1.5”, 2.5“S

 12 7.7” 1.5”, 2.5“S

 16 10.3” 1.5”, 2.5S

 Material de la Material  Resistencia  Rango de Peso Colores
 Banda Estándar               de la Banda               Temperatura de la 

  del Perno Recta Curva Celsius Banda

    Lb/Ft Lb/Ft Min Max Lb/Ft2

 PP PA 900 - -1º 110º 1.77 W, G, B

 Acetal PA 860 - -46º 66º 1.87 N, B

     Paso         Espesor       Ancho        Perno      Área       Empujadores     Guardas 
                                 Mínimo                       Abierta                 Laterales
       2”             1.062”                4”            .24”           0%    No                        No       
  50.8mm      27mm       101.6mm    6.1mm 

Sprockets especiales disponibles sobre pedido BW = Ancho de la Banda, W-Blanco, B-Azul, DB-Azul Oscuro, RB-Azul Real, N-Natural, G-Gris, BK-Negro, BR-Café

Alteración estándar 
de la banda +/- 2”


